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Parameter Condition 
Systems 1) Waters Alliance iS Bio HPLC System 2) Legacy 

HPLC System 3) Competitor X Bio HPLC System  

Column XSelect Premier Peptide CSH C18 Column, 130Å, 
2.5 µm, 4.6 x 100 mm, Part Number 186009908 

Column Temperature 60°C 
Mobile Phases A) 0.1% Trifluoroacetic acid in Water B) 0.1% Tri-

fluoroacetic acid in Acetonitrile  

Flow Rate 0.5 mL/min 
Injection Volume 25 µL 
Sample Temperature 5°C 

Parameter Condition 
Systems 1) Waters AllianceTM iS Bio HPLC System 2) Legacy 

HPLC System  

Column XSelectTM Premier HSST3 Column, 2.5 µm, 4.6 x 50 
mm, Part Number 186009858 

Column Temperature 35°C 
Mobile Phases A) 10 mM ammonium acetate in 99.8/0.2 Water/

Acetonitrile B) Methanol  

Flow Rate 1.7 mL/min 
Injection Volume 5 µL 
Sample Temperature 8°C 

Time %A %B 
Initial 95.0 5.0 
0.30 95.0 5.0 
1.10 5.0 95.0 
2.60 5.0 95.0 
2.80 95.0 5.0 
4.50 95.0 5.0 

Time %A %B 
Initial 95.0 5.0 
3.0 95.0 5.0 
21.0 75.0 25.0 
27.0 75.0 25.0 
28.0 95.0 5.0 
38.0 95.0 5.0 
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